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(e) Documents obtained in the pro-
curement, aging, maintenance, or test-
ing process must be maintained as re-
quired in § 90.121. 

§ 90.1205 In-use test program report-
ing requirements. 

(a) The manufacturer shall submit to 
the Administrator within ninety (90) 
days of completion of testing for a 
given model year’s engines, all emis-
sion testing results generated from the 
voluntary in-use testing program. The 
following information must be reported 
for each test engine: 

(1) Engine family; 
(2) Model; 
(3) Application; 
(4) Engine serial number; 
(5) Date of manufacture; 
(6) Hours of use; 
(7) Date and time of each test at-

tempt; 
(8) Results (if any) of each test at-

tempt; 
(9) Schedules, descriptions and jus-

tifications of all maintenance and/or 
adjustments performed; 

(10) Schedules, descriptions and jus-
tifications of all modifications and/or 
repairs; and 

(11) A listing of any test engines that 
were deleted from the aging process or 
testing process and technical justifica-
tions to support the deletion. 

(b) All testing reports and requests 
for approvals made under this subpart 
shall be addressed to: Manager, Engine 
Compliance Programs Group (6403–J), 
U.S. Environmental Protection Agen-
cy, Washington, DC 20460. 

§ 90.1206 [Reserved] 

§ 90.1207 Entry and access. 
(a) To allow the Administrator to de-

termine whether a manufacturer is 
complying with the provisions under 
this subpart, EPA enforcement officers 
or their authorized representatives, 
upon presentation of credentials, shall 
be permitted entry, during operating 
hours, into any of the following places: 

(1) Any facility where engines under-
go or are undergoing aging, mainte-
nance, repair, preparation for aging, se-
lection for aging or emission testing. 

(2) Any facility where records or doc-
uments related to any of activities de-

scribed in paragraph (a)(1) of this sec-
tion are kept. 

(3) Any facility where any engine 
that is being tested or aged, was tested 
or aged or will be tested or aged is 
present. 

(b) Upon admission to any facility re-
ferred to in paragraph (a) of this sec-
tion, EPA enforcement officers or EPA 
authorized representatives are author-
ized to perform those activities set 
forth in § 90.705 (b) and also to inspect 
and make copies of records related to 
engine aging (service accumulation) 
and maintenance. 

(c) The provisions of § 90.705(c), (d), 
(e), (f) and (g) also apply to entry and 
access under this subpart. 

§§ 90.1208–90.1249 [Reserved] 
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